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Faux Restoration, Part II:
Customized Stencils, Tracing, Airbrushing

By DiAnna Tindell

Faux finish terms were
summarized in the previous
faux article. It included details
for techniques Known as comb-
ing, spattering, speckling, and
stippling. The faux finishes of
the previous article applied o
the broad and irregular surface
of the undemeath side or base
of the iron stone platter. We will
I;‘DI"lHIT]LIE our resioration pI'U-
cessing of this same iron stone

platter to illustrate the faux fin-
ish technigues.

To define the multiple
uses of stencils, we can start
with the overall description of a
product commonly known as
Foto Frisket Film. This 1s a low
tack, easy lift off, gloss or matte
film. It can be purchased in 8 x
11 sheets or continuous rolls.
Many airbrush artists, decora-
tive painters, graphic designers,
restoration specialists and illus-
trators find it very useful as a
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Faux Restoration...conrinued

previously drawn on the top surface of the clear film.

When the carbon and film are removed, there should be a car-
bon image left on the surface to be restored. If a mistake is discov-
ered, corrections can normally be made just by lifting off any
unwanted areas with an eraser, a cloth or a dry brush. Sometimes,
you may need 1o load a cloth or brush with turpenoid solvent o

clean off mistakes.

One note of caution, it is recommended that prior to stencil

Damaged iron

tool in their work. It is an ideal
supplementary tool in siluations
that demand hard edges and
accurate color apphcations,
such as photo retouching. med-
ical illustration, architectural
renderings,  scale  models,
graphic art, decorative painting,
restoration, etc.

Tracing is sometimes the
first step to create a customized
stencil. The film has a ranslu-
cent backing which provides for
easier handling and permits use
with a light box for cuiting sten-

stone platter.

cils and masks. Crealing a sten-
¢il can be as casy as tacking the
clear film over a design and
tracing those patterns. When
completed, the film is removed,
and the image realigned over a
damaged area. Under the
realigned film on the low-tack
side, position a tracing carbon
paper with the transfer ink fac-
ing down on the damaged sur-
face. Apply pressure with a pen
and repeat the tracing of images

Continued on next page

coat sealant,

be protected with an airbrush layering of a completely tir_‘.’. clear

In order to skip a step in color detail, use a color carbon that
matches the outline of the design being replaced rather than using
a standard black carbon. Many color carbons can be found at places
such as fabric stores (where they are used to transfer clothes pat-
terns). Once a good transfer is obtained on the area which may then
require further painting steps, it is best (o set those images by appli-

cation of a thin layer of clear coat sealant.

transfer the damaged restoration area base color coats should first

Foto film, carbon paper used to trace design

to be transferred.

If a custom stencil is not needed. there are many standard

Continued on next page

Faux Restoration...continued

stencils available for the reproduction of
images. There is a broad assortment of sten-
cils that duplicate flowers, borders, icons,
lettering and much more. Creating your
own stencil can be time consuming, so it
might be helpful to have an assortment of
standard images available. There are even
gold leaf stencils—that can be burnished on
the surface of an object—and blank trans-
fers to create your own gold leaf design.
These stencils and transfers are one-step
applications.

Positive and negative airbrushing is
the act of applying a sequence of varying
colors in layers through the use of a com-
plete stencil. To be complete, the stencil
will have both the holes for the images and
the outer surrounding areas available for
flexibility of masking various groupings of
the total parts. After an area is masked off
with parts of the stencil, the airbrush color
is sprayed on.

Allowing time for each area to dry,
the stencil film is regrouped each time until
the total design is complete. The film has a
specially formulated adhesive which pro-
vides for easy lift off. This is essential o
airbrush artists where controlled color
application is required. It leaves no residue
after removal and should not lift the surface
or strip off work already completed. The
film can be used as a temporary protective
overlay 1o keep artwork safe during layered
airbrushings and can be easily removed for
further work or alterations.

Some hand painting may still be
required to further clarify the base layers of
the airbrushing, but it can take a combina-
tion of both to obtain the perfection of
maiching the onginal design. If a sharp
edge is required, the stencil should be
secured 1o the surface airbrushed. When
removed, the airbrush application is
defined by the sharp edge of the stencil.

If a soft edge is needed, the stencil
should not be attached or close to the sur
face being airbrushed. A small distance
should remain between the surface of the
restoration and the stencil. In this way, the
paint will defuse with an over spray layer-
ing effect or shadow image for the soft edge
needed.

It is sometimes faster to tackle an area
of design painting frechanded rather than
by stencil, but many details are nol easily
matched if the talent of a master arist is
required.

In order to obtain the best results, you
should select compatible systems that allow
you to, if necessary. make mistakes and
casily wipe them off and start again, If
applied correcily, the base colors should
remain intact as the additional lavering
effects are manipulated. Naturally, the tech
niques to develop the desired faux limsh
may take many hours of practice, bul there
are many resources available to aid in
instruction.

Today faux finishes are expansive
and can vary from Old World techniques 10

Customized stencil for applying layers of air-

brush color.

Same area with blue airbrushing
sprayed through open area of
stencil.

hi-tech. super metallics. The equipment,
tools and products available to create amaz-
ing results are extraordinary. The possibili-
ties are limited only to one's imagination.

DiAnna Tindell is a professional master
restoration  specialist and founder of
lindell’s Restoranion Schools in Nashville,
fenn. For information,  visir
www. lindellsRestorationSchools.com. See
information offered such as Faux Finish
Restoration Workshops, il Painting &
Frame Workshops and many more events,
training programs, appraisal and restora-
tion services, videos, books and products.
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